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AMAGEL A2
The evolution of the species of insulant products made of Aerogel

Amagel A2 represents a new major 
step in the development of silica 
Aerogel-based nano-technological 
insulating products.
It consists in a fibreglass-based flexible 
insulating matrix and a high 
concentration of nanoporous aerogels, 
able to ensure the very best heat 
performance in any condition of 
application.

In the quest for utmost heat protection, 
AMAGEL A2 stands as an essential 
insulating product thanks to its unique 
properties: 
• extremely low heat conductivity - 
0.016 W/(m*K)-,
• superior flexibility, 
• compression resistance, 
• hydrophobicity and ease of use.
AMAGEL A2 can be used within a 
temperature range of -200°C and 
+650°C.

AMAGEL A2, available in thicknesses 
of 3, 6, 10, 20, 30, 40, 50 and 60, 
permits optimizing
interior spaces in building applications 
for commercial and residential 
buildings, providing the very highest 

values of heat resistance – thickness 
being equal - compared to insulating 
materials of conventional type.
Its use permits achieving major results 
in complex situations, e.g., in insulating 
windows or roof sections, resulting in 
an effective increase in the total energy 
efficiency of the building with excellent 
heat and acoustic insulation results.
Thanks to maximum R values per unit 
of surface compared to any other 
insulating material, AMAGEL A2 is the 
ideal covering for achieving extremely 
high energy performance in making
dry walls, under floors and roofs, mock 
frames and window frames.
Unlike rigid and preformed insulation, 
AMAGEL A2 adapts perfectly to any 
shape or design: the blanket is flexible, 
physically sturdy, but with excellent 
shape and project performance 
recovery even after any load 
compression. 
Its specific composition also ensures 
the best fire resistance performance 
(Euroclass A2) thus permitting use 
even in very heavy-duty conditions and 
where superior performance levels are 
required.

AMAGEL A2 has achieved 
the CE label which attests the 
compliance to all the requirements 
in the energetic area, to the 
performances required by the 
European Union and satisfying the 
strictest standard of quality and 
safety.

TYPES AND SIZES
AMAGEL A2 is available in 8 different 
thicknesses depending on application 
needs and required performance levels, 
and 2 different sizes.
- AMAGEL A2 in rolls, available in 3, 6 
and 10 mm thickness.
- AMAGEL A2 in panels available in 10, 
20, 30, 40, 50 and 60 mm thickness
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UNI-EN 13162:2015

ASTM 165

ASTM E 826

VALUES

3 / 6 / 10

Panel thicknesses mm10/20/30/40/50/60

1500

0,016

0,07 m

-200 +650

30

1.000

TECHNICAL DATA

Nominal density kg/m3200 ± 30

A2

Perpendicular tensile strength EN 1607>17

<1%

Concentrated load resistance >2550

Color White

N EN 12430

70


